
THIEME 1000 S/3000 S

3/4-automatic, shuttle table, long stroke screen printing machine 

for large format printing
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THIEME 1000 S/3000 S

Details of the 
THIEME 1000 S/3000 S

Chassis constructed from welded
steel profile, machined and 
screwed for strength.

Printing table
The printing table consists of a
stable construction with a wear-
resistant oxide layer of anodized
aluminum. The pneumatic lay on
pins (rear, left and right side) are
separately selectable. 
The speed is adaptable to the
weight of the substrate due to the
servomotor driven printing table.
This results in higher speed, faster
print cycles and higher produc-
tivity.
The table guiding, running on
linear ball bearings on hard 
chromed guide shafts, guarantees
a smooth, free from vibration 
operation.
The precise substrate thickness
adjustment is performed via pro-
grammable height control of the
print head. Other printing table
surfaces and/or reinforced printing
tables (thickness 50 mm/2”) are
available on request. 
Additional rollers can be attached
to the table sector for the printing
of glass and other rigid materials.

Vacuum System
A lateral channel condenser with
high-volume fan provides fast
vacuum set-up. Strength and
timing of the vacuum and blow-
back are controlled via a solenoid
valve and are infinitely adjustable.
The blow-back device guarantees
undisturbed take-off of the sub-
strate.
For the positioning of glass and
other rigid materials an air cush-
ion can be used (optional). This
allows scratch-free transport of
the substrate on air cushion. 

Take-Off System (3000 S)
The pincer grippers are suitable 

for flexible and rigid materials,
the holding force of the grippers
increasing proportionally with 
the material thickness. Take-off
positions can be chosen to the left 
or right side. The transport belt
speed is infinitely adjustable.

Print Head
For smooth action, the parallel
lifting of the print head is elec-
tronically controlled. The height
of lift is approx. 35 mm (11/2“).

THIEME Squeegee Unit (pat.) –
Long-Stroke Drive
Pneumatic air cylinders are uti-
lized for the inversion from print
to flood. The squeegee pressure is
controlled pneumatically, with
automatic adjustment of parallel-
ism to the plane of the printing
table. The angles of squeegee and
flood-coater are infinitely adjust-
able, where contact with the
printing table is never lost. The
insertion and removal of the
squeegee takes place in a matter 
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3/4-automatic, shuttle table, long stroke screen printing machine 

of seconds with integrated, quick-
action cam-locks, using no tools 
or separate clamping devices. 
For special printing requirements,
the entire print beam can be 
skewed.

Squeegee Control
The squeegee carriage guidance
with reciprocating linear ball 
bearings runs on hardened and
precision ground guiding shafts.
Squeegee and flood-coater speeds
as well as squeegee stroke length 
are programmable via electronic
control.

Off-Contact Adjustment
For different screen tensioning
and material thickness, the off-
contact can be precisely adjusted
from 4 to 35 mm (5/32“ to 
12/5“) via electronic control. 

THIEME Control
The programmable logic controller
(PLC) is versatile and easy to oper-
ate via portable operator panel.
All necessary machine parameters
can be programmed through a
membrane switch keyboard.
Several products specific machine
programs can be stored, thus set-
up times can be reduced enor-
mously, print jobs are reproducible
and the working procedures are
safe. These advantages help to
reduce production costs. Interfaces
for other modules are integrated.

Screen Registration
The precise fine tune adjustment
is performed via 3 micro spindles
within an adjusting range of 
+/- 10 mm (2/5”). The adjustment
devices are directly mounted to
the screen support bar and are
easy to access from the operator’s
side. “What you see is what you
get!”.

Screen Frame Guidance System
(pat.)
The screen frame is inserted via
screen support bars which are 
parallel adjusted by means of a
synchronization unit on the oper-
ator’s side. The clamping of the
screen support bars is performed
mechanically and released pneu-
matically. The direct coupling of
the screen support bars with the
print head guarantees higher 
stability. 
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ne for large format printing

Motorized Peel-Off
Lift height and release position
are freely programmable via 
operator panel. The screen is put
back into the horizontal position
before flooding. 

Squeegee Turn Mechanism 
(optional)
The optional 90° turn mechanism
of the entire squeegee beam with
included drip tray facilitates the
changing of the squeegee. The
drip tray is always located as close
as possible to the screen frame.

The THIEME 1000 S/3000 S screen printing machine for large format 
printing is available in the following sizes:

Widths (mm inch)
1250 49 1500 59 1700 67 2000 79

Lengths (mm inch)
2000 79 2300 91 2500 98 2700 106 3050 120 3700 146 4000 157

Various combinations of different widths and lengths are 
possible with the THIEME 1000 S/3000 S. 
All technical details can be found on the data sheet enclosed.

THIEME screen printing machines can be used for a variety of applications. Machine 
features are based on the requirements of each individual customer and are governed 
by the type and composition of substrates and inks used. Please note that the use of 
substrates and inks that differ from those defined at the time of purchase may influence
the performance of the machine. Please also note that options and special features of the
machines may influence the performance and might change dimensions, cycle times and
application possibilities compared to the standard version.
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THIEME 1000 S/3000 S
3/4-automatic flatbed screen printing
machine with shuttle table, parallel
lifting print head and take-off system.
The THIEME 1000 S/3000 S is also
available as semi-automatic system.

Printing for profit!
With the THIEME 1000 S/3000 S, 
set-up times and product spoilage,
typically synonymous with large 
format printing, is a thing of the past.

The THIEME 1000 S/3000 S is very 
user friendly and extremely economi-
cal to own and operate. For special
applications we can offer a variety 
of options and accessories according
to your needs and type of application.

This machine is equipped with some
special features designed especially
for printing on glass and other rigid
materials, such as: Application rollers,
various table surfaces, adjustable
stops according to needs, air cushions,
interfaces for further components.

The THIEME 1000 S/3000 S has been constructed exclusively for large format 
substrates, like front panels for vending machines.
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For more information, 
please contact 
your local branch or 
our head office.

Hauptsitz Deutschland/
Head office Germany:
THIEME GmbH & Co. KG 
Robert-Bosch-Straße 1
79331 Teningen

Tel. +49 (0) 76 41-583-0
Fax +49 (0) 76 41-583-110
E-Mail: info@thieme-products.com

France:
THIEME S.A. 
“Les Scientifiques”  
Rue Sébastien Brant
Parc d’Innovation Strasbourg Technopole
67400 Illkirch Graffenstaden

Tél. +33 (0) 3 88 55 27 00 
Fax +33 (0) 3 88 67 33 13
E-Mail: thieme.fr@wanadoo.fr

USA:
THIEME Corporation
3605 Swenson Avenue
St. Charles, IL 60174

Phone +1-630-513-1666 
Fax +1-630-513-1999
E-Mail: info@thieme-us.com

member of

Great Britain:
THIEME KPX Ltd.
Upper Bankfield Mills
Almondbury Bank
Huddersfield HD5 8HF
West Yorkshire, England

Tel. +44 (0) 1484 511333
Fax +44 (0) 1484 541799
E-Mail: sales@thiemekpx.co.uk 
http://www.thiemekpx.co.uk
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